
 !"# $$%&'()#*+,#-#./(0123'(#+%)(%4#5!67896:#;<)#5!67876:#=>?#@(%3(4#A&4(4B## C;D(#EE

A(;FG#,&)(F#>?#@(%3(4#*<'(%2()#H&;/3;F#A&4(4

9I8# A(;FG#,&)(F#J&I#>?#@(%3(4#H&;/3;F#A&4(

A(;FG#>?#@(%3(4#A&4(4#;<)#A&4(# 44(KLF3(4#4M&1F)#L(#4(%'30()#LG#;#A(;FG#H(%23N()#

O(0M<303;<I#A&P('(%Q#RST#+P<(%#U#+$(%;2&%#0;<#%(K&'(#;<)#3<42;FF#M;<D3<D#M;%)P;%(#

=<&VVF(Q#01%L#M&4(Q#L%(;W;P;GQ#X&P#F3K32(%#;<)#PM3$#M&4(BI#A&4(4#4M&1F)#L(#3<4$(02()#Y&%#

W3<W4Q#X;2#4$&24Q#;L%;)()#&12(%#0&'(%#=P3%(#42%;<)4#'343LF(B#;<)#F(;W3<D#N223<D4#&<#;#P((WFG#

basis.

Note: The following procedures shall be conducted after installation or repair, 

with the dispenser authorized and ready to dispense fuel.
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damaged or improperly installed HB-2 o-ring.  Replace the o-ring, if necessary.

9I9I7# A(;FG#C;%2#J&I#A"6\#]1;)#@(;F4#=*2(K#7Q#3<#T3D1%(#L(F&PBI##OM(4(#[1;)#4(;F4#

;%(#14()#&<#2M(#(<)#&Y#2M(#M&4(#2M;2#;22;0M(4#2&#2M(#L%(;W;P;G#;44(KLFG#=&%#

X&P#F3K32(%Q#3Y#([13$$()BI##*Y#2M(#4GK$2&K#34#K(2(%#0%(($#=D;FF&<4#)34$(<4()#

)34$F;G#&<#)34$(<4(%#34#0&1<23<D#1$#PM(<#2M(#<&VVF(#34#<&2#)34$(<43<D#D;4&F3<(BQ#

0M(0W#2M(#A"6\#[1;)#4(;F4#;2#2M(#L%(;W;P;G#=&%#X&P#F3K32(%Q#3Y#([13$$()B#(<)#&Y#

the hose for cuts or damage.  Replace the seals, if necessary.
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necessary.
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Rule of Thumb: O-rings to Nozzle and Hose Adaptor

     Quad Seals to Breakaway (or Flow Limiter)
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35 to 70 foot pounds. Be sure the vapor tube fitting slides easily into 

item 2 before final tightening.
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1.2.1 Assembly and Installation Instructions
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of this product insure, before  
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hose or dispenser before valve  

separation.  The installer must  

test to be certain the dispenser  

is securely bolted to the  

dispensing island by using a  
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Attach a one-half inch diameter  

rope to the dispenser using a
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Before charging the dispenser  
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dispenser’s product outlet.
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Observe the dispenser to assure there is no movement.

Perform this test from several different angles, being sure the 

dispenser is secure during each test.
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